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reach the midpoint of the farthest run-
way serving air carrier aircraft from
its assigned post, or reach any other
specified point of comparable distance
on the movement area which is avail-
able to air carriers, and begin applica-
tion of foam, dry chemical, or halon
1211.

(ii) Within 4 minutes from the time
of alarm, all other required vehicles
shall reach the point specified in para-
graph (i)(2)(i) of this section from their
assigned post and begin application of
foam, dry chemical, or halon 1211.

(j) Personnel. Each certificate holder
shall ensure the following:

(1) All rescue and firefighting person-
nel are equipped in a manner accept-
able to the Administrator with protec-
tive clothing and equipment needed to
perform their duties.

(2) All rescue and firefighting person-
nel are properly trained to perform
their duties in a manner acceptable to
the Administrator. The training cur-
riculum shall include initial and recur-
rent instruction in at least the follow-
ing areas:

(i) Airport familiarization.
(ii) Aircraft familiarization.
(iii) Rescue and firefighting person-

nel safety.
(iv) Emergency communications sys-

tems on the airport, including fire
alarms.

(v) Use of the fire hoses, nozzles, tur-
rets, and other appliances required for
compliance with this part.

(vi) Application of the types of extin-
guishing agents required for compli-
ance with this part.

(vii) Emergency aircraft evacuation
assistance.

(viii) Firefighting operations.
(ix) Adapting and using structural

rescue and firefighting equipment for
aircraft rescue and firefighting.

(x) Aircraft cargo hazards.
(xi) Familiarization with firefighters’

duties under the airport emergency
plan.

(3) All rescue and firefighting person-
nel participate in at least one live-fire
drill every 12 months.

(4) After January 1, 1989, at least one
of the required personnel on duty dur-
ing air carrier operations has been
trained and is current in basic emer-
gency medical care. This training shall

include 40 hours covering at least the
following areas:

(i) Bleeding.
(ii) Cardiopulmonary resuscitation.
(iii) Shock.
(iv) Primary patient survey.
(v) Injuries to the skull, spine, chest,

and extremities.
(vi) Internal injuries.
(vii) Moving patients.
(viii) Burns.
(ix) Triage.
(5) Sufficient rescue and firefighting

personnel are available during all air
carrier operations to operate the vehi-
cles, meet the response times, and
meet the miminum agent discharge
rates required by this part;

(6) Procedures and equipment are es-
tablished and maintained for alerting
rescue and firefighting personnel by
siren, alarm, or other means acceptable
to the Administrator, to any existing
or impending emergency requiring
their assistance.

(k) Emergency access roads. Each cer-
tificate holder shall ensure that roads
which are designated for use as emer-
gency access roads for aircraft rescue
and firefighting vehicles are main-
tained in a condition that will support
those vehicles during all-weather con-
ditions.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987; 53
FR 4258, Feb. 12, 1988, as amended by Amdt.
139–15, 53 FR 40843, Oct. 18, 1988; Amdt. 139–16,
54 FR 39295, Sept. 25, 1989]

§ 139.321 Handling and storing of haz-
ardous substances and materials.

(a) Each certificate holder which acts
as a cargo handling agent shall estab-
lish and maintain procedures for the
protection of persons and property on
the airport during the handling and
storing of any material regulated by
the Hazardous Materials Regulations
(49 CFR part 171, et seq.), that is, or is
intended to be, transported by air.
These procedures shall provide for at
least the following:

(1) Designated personnel to receive
and handle hazardous substances and
materials.

(2) Assurance from the shipper that
the cargo can be handled safely, includ-
ing any special handling procedures re-
quired for safety.
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(3) Special areas for storage of haz-
ardous materials while on the airport.

(b) Each certificate holder shall es-
tablish and maintain standards accept-
able to the Administrator for protect-
ing against fire and explosions in stor-
ing, dispensing, and otherwise handling
fuel, lubricants, and oxygen (other
than articles and materials that are, or
are intended to be, aircraft cargo) on
the airport. These standards shall
cover facilities, procedures, and per-
sonnel training and shall address at
least the following:

(1) Grounding and bonding.
(2) Public protection.
(3) Control of access to storage areas.
(4) Fire safety in fuel farm and stor-

age areas.
(5) Fire safety in mobile fuelers, fuel-

ing pits, and fueling cabinets.
(6) After January 1, 1989, training of

fueling personnel in fire safety in ac-
cordance with paragraph (e) of this sec-
tion.

(7) The fire code of the public body
having jurisdiction over the airport.

(c) Each certificate holder shall, as a
fueling agent, comply with and, except
as provided in paragraph (h) of this sec-
tion, require all other fueling agents
operating on the airport to comply
with the standards established under
paragraph (b) of this section and shall
perform reasonable surveillance of all
fueling activities on the airport with
respect to those standards.

(d) Each certificate holder shall in-
spect the physical facilities of each air-
port tenant fueling agent at least once
every 3 months for compliance with
paragraph (b) of this section and main-
tain a record of that inspection for at
least 12 months. The certificate holder
may use an independent organization
to perform this inspection if—

(1) It is acceptable by the Adminis-
trator; and

(2) It prepares a record of its inspec-
tion sufficiently detailed to assure the
certificate holder and the FAA that the
inspection is adequate.

(e) The training required in para-
graph (b)(6) of this section shall include
at least the following:

(1) At least one supervisor with each
fueling agent shall have completed an
aviation fuel training course in fire

safety which is acceptable to the Ad-
ministrator.

(2) All other employees who fuel air-
craft, accept fuel shipments, or other-
wise handle fuel shall receive at least
on-the-job training in fire safety from
the supervisor trained in accordance
with paragraph (e)(1) of this section.

(f) Each certificate holder shall ob-
tain certification once a year from
each airport tenant fueling agent that
the training required by paragraph (e)
of this section has been accomplished.

(g) Unless otherwise authorized by
the Administrator, each certificate
holder shall require each tenant fueling
agent to take immediate corrective ac-
tion whenever the certificate holder
becomes aware of noncompliance with
a standard required by paragraph (b) of
this section. The certificate holder
shall notify the appropriate FAA Re-
gional Airports Division Manager im-
mediately when noncompliance is dis-
covered and corrective action cannot
be accomplished within a reasonable
period of time.

(h) A certificate holder need not re-
quire an air carrier operating under
part 121 or part 135 of this chapter to
comply with the standards required by
this section.

(i) FAA Advisory Circulars in the 150
Series contain standards and proce-
dures for the handling and storage of
hazardous substances and materials
which are acceptable to the Adminis-
trator.

[Doc. No. 24812, 52 FR 44282, Nov. 18, 1987; 53
FR 4120, Feb. 12, 1988, as amended by Amdt.
139–15, 53 FR 40843, Oct. 18, 1988; Amdt. 139–16,
54 FR 39295, Sept. 25, 1989]

§ 139.323 Traffic and wind direction
indicators.

Each certificate holder shall provide
the following on its airport:

(a) A wind cone that provides surface
wind direction information visually to
pilots. For each airport in a Class B
airspace area, supplemental wind cones
must be installed at each runway end
or at least at one point visible to the
pilot while on final approach and prior
to takeoff. If the airport is open for air
carrier operations during hours of
darkness, the wind direction indicators
must be lighted.
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